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Assembly manual
MGB 1100 Round Lid

Lid-in-Lid-version



1100055

1100001

6 x
1100031
M = 4 Nm

MGB 1100 Round Lid

 Lifting trunnion left

1100001   Lifting trunnion left 
1100055   Trunnion insert 
1100031   Screw 7x30



1100055

1100002

6 x
1100031
M = 4 Nm

MGB 1100 Round Lid 

Lifting trunnion right

1100002   Lifting trunnion right 
1100055   Trunnion insert 
1100031   Screw 7x30



4 x
1100033

M = 2 Nm

1100020

1100020   Lid opening trunnion 
1100033   Screw 6x16 

MGB 1100 Flat Lid Classic 
Lid opening trunnions



1100046

1100041

16 x
1100030

M = 12 Nm

MGB 1100 Flat Lid Classic
Wheelstop - chassis

1100030   Screw 10x40
1100041   Castor 200mm, plastic
1100046   Castor 200mm with brake, plastic



1100014

1100032
M = 5 Nm

2 x
1100033
M = 2 Nm

1100015

4 x
1100032
M = 5 Nm

1100017

1100067 (left) 
1100068 (right)

1100016

1100014   Washer
1100015   Cover 
1100016   Spring holder
1100017   Lid bearing
1100032   Screw 7x20 
1100033   Screw 6x16 
1100067   Spring left 
1100068   Spring right

MGB 1100 Round Lid 

Lid bearing



2 x
1100033
M = 2 Nm

1100061

1100033   Screw 6x16 
1100061   Lid spring

MGB 1100 Round Lid 

Spring



1100074

DB00010

DB00010

7 x
1100035

1100035 Starlock-Washer 
1100074 Finger protection strip 
DB00010 Lid pin
VD1200	 Small lid 1100 l round lid

MGB 1100 Flat Lid Classic 
Lid accesories



1100080

1100081

MGB 1100 Round Lid 

Drain plug fastening

1100080   Drain Plug 
1100081   Seal ring


